














ALTERNATE CHARACTER SET
Super18 will simultaneously support a dual Font19 ROM containing two sets of

128 characters as well as an extended Font19 ROM containing 256 characters. As
the extended character set mode uses all 8 bits to allow 256 characters to be
displayed simultaneously, reverse video is disabled when this mode is used. The
terminal initialize escape sequence will disable the extended character set but
will not alter the alternate/standard 128 character set selection.

Select extended 256 character set: Heath: ESC a ANSI: ESC [ 1

Select current 128 character set: Heath: ESC s ANSI: ESC ( B

Select alternate 128 character set: Heath: ESC <space> H ANSI: ESC [ 7 O

Select standard 128 character set: Heath: ESC <space> D ANSI: ESC [ 3 O

ANSI CHARACTER SET SELECTION

Two character set selections, GO and G1, can be designated from one of the
characters sets below. These are invoked respectively by the codes SI (CTRL-0)
and SO (CTRL-N). The escape sequences for directly setting graphics mode and
extended character mode simply set both the GO and G1 selections. Note that
selecting the graphics character set affects subsequently received characters,
whereas the extended character set mode affects all displayed characters. The
United Kingdom set (pound sign in place of #) is not implemented. The initial
configuration is standard character set for both GO and G1 with GO selected.

Set GO Set G1 .

ESC ( B ESC ) B Standard ASCII 128 character set

ESC ( O ESC ) O Graphics mode (lower case remapped)

ESC ( 1 ESC ) 1 Extended character set ROM accessed

ESC ( 2 ESC ) 2 Extended character set with graphics mode

DATA TRANSMISSION OPTIONS

When operating the terminal at high baud rates, the host computer often
cannot keep up with the bursts of characters produced by the function keys and
characters are lost due to overrun at the receiver UART. Setting the slow
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MODE SET/RESET ESCAPE SEQUENCES

KEYBOARD DISABLE/ENABLE
ENABLE/DISABLE VT100 KEYPAD MODE
INSERT CHARACTER MODE ON/OFF
FULL/HALF DUPLEX

DISABLE/ENABLE XON/XOFF PROTOCOL
ENABLE/DISABLE SLOW TRANSMIT MODE
ENABLE/DISABLE OFF-LINE OVERRIDE
ENABLE/DISABLE ALTERNATE CURSOR KEYS
ENABLE VT52 MODE (either sequence)
BLACK ON WHITE/WHITE ON BLACK
RELATIVE/ABSOLUTE ORIGIN MODE
WRAP/DISCARD AT END OF LINE
ENABLE/DISABLE REPEAT KEY
ENABLE/DISABLE INTERLACED SCAN
ENABLE/DISABLE 25TH LINE
DISABLE/ENABLE KEY CLICK
ENABLE/DISABLE HOLD SCREEN MODE
BLOCK/UNDERSCORE CURSOR
DISABLE/ENABLE CURSOR

KEYPAD MODE SHIFTED/UNSHIFTED
ENABLE/DISABLE ALTERNATE KEYPAD
ENABLE/DISABLE AUTO LF UPON CR
ENABLE/DISABLE AUTO CR UPON LF
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ANSI

[2h / (21
[3h / [31L
[4h / [4L
[12h / [121
LZh / [ZL
[8h / [8L
[9h / [9L
[?1h / [?211L
[?2h / [?21L
[?5h / [?51L
[?6h / [?61L
[2Z2h-/-L27L
[?8h / [?8L
[?8h / [?891L
[>h / [>1L
[>2h / [>21
[>3h / [>31L
[>4h / [>41l
[>56h / [>51
[>6h / [>61
[>7h / [>71L
[>8h / [>81
[>3h / [>9L
(or [20h / [20L)



